
HELPFUL HINTS
The use of PTFE or similar lubricant on the threaded portions of the an-
tenna, prior to assembly, will protect from weather and ease future disassem-
bly.

Cable and Connectors are not supplied. Please note that a male N-connector
is required on one side of the cable, while the connector of your choice will
be required on the transceiver end

INSTALLATION INSTRUCTIONS
1. Punch a 5/8” round or D-shaped hole at the selected horizontal flat

location. Remove burrs from around the hole.

2. Insert Antenna Base into hole, with Gasket (or optional O-ring) between
shoulder and mounting surface. Install Lockwasher and secure unit in
place with Mounting Nut.

3. Screw Whip (Fig. 1) onto antenna.

4. Route cable (not supplied) to transceiver, Fasten N-Connector onto
antenna.

5. Connect cable to transceiver.

This antenna is supplied as manufactured to cover the frequency range
specified. No further tuning is required.

ELEVATED
FEED POINT
ANTENNA
SINGLE COIL WHIP (ASPG918) 902-960 MHz
THIS PACKAGE CONTAINS COMPONENTS FOR THE CONFIGURATION
SHOWN BELOW. When ordering replacement parts be sure to specify the A/S
model number and frequency (shown on package label), part description and
number in parenthesis (shown below).
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